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 Locate each of the parts shown in Fig. 1, Fig. 2  Parts Fig. 2 (separate)
 1. Quick Link                4
 2. ¼ in. Washers           4
 3. ½  in.  washers          4
 4.  Bumper stop            2
 5.  Stretch cord             1
6.  Metal hook               1
7.  Cotter pins                4
8. Wire ropes                 4
9. Bumper stop screws  2

Dolly Assembly
1. Attach A-Frames to the Dolly Floor as 
shown. Use bolts (10), washers (13), and 
nuts. Fig. 3. 

2. Assemble both A-Frames  making sure that the 
angle brackets at the top are both positioned 
towards each other.  Fig. 4.
3.  Select the four black Allen head screws and 
screw them into the top bar nuts located on each 
end if the top bars.  This will clean out any paint. 
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 which may give you problems 
with assembly.  Remove these 
screws and then use them to 
attach the top bars to the A-
frames.  Note, the extra 2 holes 
in the top bars should be located 
on the opposite end of the dolly 
from the two holes in the dolly 
floor.   These holes will not be 
used here.  They are for another 
accessory kit. 

Item#   Description    qty.
1. Table support arm   2
2. Castor Wheels         4
3. A-Frame                 2
4. Hinge Brackets       2
5. Dolly Floor             1
6. Top Bar                  2
7. Legs                       4
8. U clamp                12
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